IN THE UNITED STATES DISTRICT COURT ,,
FOR THE EASTERN DISTRICT OF TEXAS
MARSHALL DIVISION THSiev
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Plaintiff,
V.

Adobe Systems Incorporated,

Agfa Corporation,

Apple Computer, Incorporated,

Axis Communications, Incorporated,
Canon, USA, Incorporated,

Concord Camera Corporation,
Creative Labs, Incorporated,
Eastman Kodak Company,

Fuji Photo Film U.S.A.,

. Fujitsu Computer Products of America,
. Gateway, Incorporated,

. Hewlett-Packard Company,

. JASC Software,

. JVC Americas Corporation,

. Kyocera Wireless Corporation,

. Macromedia, Incorporated,

. Matsushita Electric Corporation of

America,

Mitsubishi Digital Electronics America,
Incorporated,

Oc¢ North America, Incorporated,
Onkyo U.S.A. Corporation,

PalmOne, Incorporated,

Panasonic Communications Corporation
of America,

Panasonic Mobile Communications
Development Corporation of USA,
Ricoh Corporation,

Riverdeep, Incorporated (d.b.a.
Broderbund),

Savin Corporation,

Thomson S.A.,

Xerox Corporation,

Defendants.
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Compression Labs, Inc. (“CLI") for its Complaint against Defendants alleges as follows:
NATURE OF THE ACTION

I. This is a patent infringement action to stop each Defendant’s unauthorized and
infringing sale, offers to sell, use and importation of products incorporating CLI’s patented
technology. CLI seeks injunctive relief to stop Defendants from continuing to infringe CLI’s
valuable patent rights, as well as monetary damages.

THE PARTIES

2. Plaintiff, CLI, 1s a corporation existing and organized under the laws of Delaware
and has its principal place of business at 108 Wild Basin Drive, Austin, TX 78746.

3. Defendant Adobe Systems Incorporated is a corporation existing and organized
under the laws of Delaware and has its principal place of business at 345 Park Avenue, San Jose,
CA 95110.

4, Defendant Agfa Corporation is a corporation existing and organized under the
laws of Delaware and has its principal place of business at 100 Challenger Road, Ridgefield
Park, NJ 07660.

5. Defendant Apple Computer, Incorporated is a corporation existing and organized
under the laws of California and has its principal place of business at I Infinite Loop, Cupertino,
CA 95014,

6. Defendant Axis Communications, Incorporated is a corporation existing and
organized under the laws of Massachusetts and has its principal place of business at 100 Apolio
Drive, Chelmsford, MA 01824,

7. Defendant Canon, U.S.A., Incorporated is a corporation existing and organized
under the laws of New York and has its principal place of business at One Canon Plaza, Lake
Success, New York, NY 11042.

8. Defendant Concord Camera Corporation is a corporation existing and organized
under the laws of New Jersey and has its principal place of business at 4000 Hollywood

Boulevard, Suite 650N, Hollywood, FL 33021.
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9. Defendant Creative Labs, Incorporated is a corporation existing and organized
under the laws of California and has its principal place of business at 1901 McCarthy Boulevard,
Milpitas, CA 95035.

10.  Defendant Eastman Kodak Company is a corporation existing and organized
under the laws of New Jersey and has its principal place of business at 343 State Street,
Rochester, NY 14650.

11.  Defendant Fuji Photo Film U.S.A. is a corporation existing and organized under
the laws of New York and has a place of business at 200 Summit Lake Drive, Valhalla, NY
10595,

12. Defendant Fujitsu Computer Products of America is a corporation existing and
organized under the laws of California and has its principal place of business at 2904 Orchard
Parkway, San Jose, CA 95134.

13.  Defendant Gateway, Incorporated is a corporation existing and organized under
the laws of Delaware and has its principal place of business at 14303 Gateway Place, Poway, CA
92064.

14. Defendant Hewlett-Packard Company is a corporation existing and organized
under the laws of Delaware and has its principal place of business at 3000 Hanover Street, Palo
Alto, CA 94304,

15. Defendant JASC Software is a corporation existing and organized under the laws
of Minnesota and has its principal place of business at 7905 Fuller Road, Eden Prairie, MN
55344.

16. Defendant JVC Americas Corporation is a corporation existing and organized
under the laws of Delaware and has its principal place of business at 1700 Valley Road, Suite 1,
Wayne, NJ 07470.

17.  Defendant Kyocera Wireless Corporation is a corporation existing and organized
under the laws of Delaware and has its principal place of business at 10300 Campus Point Drive,

San Diego, CA 92121,
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18. Defendant Macromedia, Incorporated is a corporation existing and organized
under the laws of Delaware and has its principal place of business at 600 Townsend Street, San
Francisco, CA 94103,

19. Defendant Matsushita Electric Corporation of America is a corporation existing
and organized under the laws of Delaware and has its principal place of business at 1 Panasonic
Way, Secaucus, NJ 07094,

20.  Defendant Mitsubishi Digital Electronics America, Incorporated is a corporation
existing and organized under the laws of Delaware and has its principal place of business at 9351
Jeronimo Road, Irvine, CA 92618.

21. Defendant Océ North America, Incorporated is a corporation existing and
organized under the laws of Delaware and has its principal place of business at 5450 North
Cumberland Avenue, Chicago, IL 60656.

22. Defendant Onkyo U.S.A. Corporation is a corporation existing and organized
under the laws of New Jersey and has its principal place of business at 18 Parkway, Upper
Saddle River, NJ 07458.

23. Defendant PalmOne, Incorporated 1s a corporation existing and organized under
the laws of Delaware and has its principal place of business at 400 North McCarthy Boulevard,
Milpitas, CA 95035.

24. Defendant Panasonic Communications Corporation of America is a corporation
existing and organized under the laws of Delaware and has its principal place of business at 7625
Panasonic Way, San Diego, CA 92154,

25.  Defendant Panasonic Mobile Communications Development Corporation of USA
1s a corporation existing and organized under the laws of Delaware and has its principal place of
business at 1225 Northbrook Parkway, Suite 2-352, Suwanee, GA 30024.

26. Defendant Ricoh Corporation is a corporation existing and organized under the
laws of Delaware and has its principal place of business at 5 Dedrick Place, West Caldwell, NJ

07006.
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27. Defendant Riverdeep, Incorporated (d.b.a. Broderbund) is a corporation existing
and organized under the laws of Delaware and has its principal place of business at 500
Redwood Boulevard, Novato, CA 94947,

28.  Defendant Savin Corporation is a corporation existing and organized under the
laws of Delaware and has its principal place of business at 333 Ludlow Street, Stamford, CT
06902.

29.  Defendant Thomson S.A. is a corporation existing and organized under the laws
of Delaware and has its principal place of business at 10330 North Meridian Street, Indianapolis,
IN 46290.

30.  Defendant Xerox Corporation is a corporation existing and organized under the
laws of New York and has its principal place of business at 800 Long Ridge Road, Stamford, CT
06904.

JURISDICTION AND VENUE

31.  This action for patent infringement arises under the Patent Laws of the United
States, 35 U.S.C. §§ | et seq., and in particular 35 U.S.C. §§ 271, 281, 283, 284 and 285. This
Court has jurisdiction over the subject matter of this action under 28 U.S.C. 1338(a).

32, This Court has personal jurisdiction over each of the Defendants and venue is
proper in this Court pursuant to 28 U.S.C. §§ 1391 and 1400.

COUNT 1 - PATENT INFRINGEMENT

33.  This case involves technology used to process digital signals, CLI owns patents
relating to such technology, and CLI invested substantial amounts in related research and
development.

34. United States Patent No. 4,698,672 entitled “Coding System for Reducing
Redundancy” (hereinafter “the ‘672 patent”), was duly and legally issued on October 6, 1987.
CLI is an owner of the ‘672 patent and, pursuant to an agreement with its co-owner, has the
exclusive rights to sue and recover for infringement thereof with respect to the Accused

Devices, as hereinafter defined. A copy of the ‘672 patent is attached as Exhibit A.
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is, Defendants offer to sell, sell, use, and/or import into the United States devices, at
least portions of which are designed to be at least partly compliant with the JPEG standard as
defined by CCITT Recommendation T.81 approved on September 18, 1992, entitled
“Information Technology—Digital Compression and Coding of Continuous Tone Still Images—
Requirements and Guidelines,” the identical text of which is also published as ISO/IEC
International Standard 10918-1, or with any version or variance thereof defining a lossy
compression scheme (hereinafter referred to as “the Accused Devices”). The Accused Devices
are covered by, and carry out methods that are covered by, one or more claims of the ‘672 patent.

36.  Through their actions including offering to sell, selling, using and importing the
Accused Devices, Defendants have infringed the aforementioned patent and actively induced
others to infringe and contributed to the infringement by others of the ‘672 patent in the United
States, including within the jurisdiction of this Court. Certain of the Defendants also have made
the Accused Devices in the United States, and such Defendants have also infringed the
aforementioned patent by their actions in this regard.

37.  CLIis likely to be irreparably harmed by Defendants’ infringement, inducement
of others to infringe, and contributory infringement of the ‘672 patent. CLI has no adequate
remedy at law.

WHEREFORE, CLI prays for judgment that:

A United States Patent No. 4,698,672 has been infringed, directly, by inducement,
and/or contributorily, by each Defendant;

B. Each Defendant, its officers, agents, servants and employees, and those persons in
active concert and participation with any of them, be permanently enjoined from the direct or
contributory infringement of, and from inducing others to infringe, United States Patent No.
4,098,672;

C. CLI be awarded damages sufficient to compensate it for each Defendant’s

miringement, contributory infringement and inducement of others to infringe, that such damages
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be increased to three times the amount found or assessed pursuant to 35 U.S.C. § 284,
and that such damages be awarded to CLI with prejudgment interest;

D. ‘That this case be declared exceptional pursuant to 35 U.S.C. § 284 and that CLI
be awarded its attorney fees, costs and expenses in this action; and

E. CLI be awarded such other and further relief as the Court may deem just.

CLI DEMANDS A TRIAL BY JURY.

Respecttully submitted,
Compression Labs, Inc.

Dated: April 22, 2004 By: SL{ﬁMQ(M\ l , )
Stephen G. Rudisill (attorney—z'n-c}}a-;}e)
(attorney to be noticed)
linois Bar No.: 2417049
Texas Bar No.: 17376050
srudisill@jenkens.com

John C. Gatz (attorney to be noticed)
Hlinois Bar No.: 6237140
jgatz@jenkens.com

Russell J. Genet (attorney to be noticed)
lilinois Bar No.:6255982
rgenet (@jenkens.com

Justin D. Swindells (attorney to be noticed)
Ilinois Bar No.: 6257291
Jswindells@jenkens.com

JENKENS & GILCHRIST

225 West Washington St., Suite 2600

Chicago, Illinois 60606

Tel. 312-425-3900

Fax 312-425-3909

Carl R. Roth (attorney to be noticed)
Texas Bar No.: 17312000
cr@rothfirm.com

Michael S. Smith (attorney to be noticed)
Texas Bar No.: 18650410
ms{@rothfirm.com

THE ROTH LAW FIRM

115 North Wellington, Suite 200

Marshall, Texas 75670

Tel. (903) 935-1665

Fax (903) 935-1797
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United States Patent 9

(11] Patent Number: 4,698,672

Chen et al, 457 Date of Patent: Oct. 6, 1987
[54] CODING SYSTEM FOR REDUCING Primary Examiner—Howard W. Britton
REDUNDANCY Attorney, Agent, or Firm—Fliesler, Dubb, Meyer &
{75] Inventors: Wen-hsiung Chen, Sunnyvale; Daniel Lovejoy
J. Klenke, Milpitas, both of Cakf. {571 ABSTRACT
73]  Assignee: Compression Labs, Inc., San Jose, The present invertion relates to methods and apparatus
Calif. for processing signals to remove redundant information
[21} Appl. No.: 923,630 thereby making the signals more suitable for transfer
- through,a limited-bandwidth medium. The present in-
[22] Filed: Oct. 27, 1986 vention specifically relates to methods and apparatus
[31] Int. CLA oo, HO4N 7/133; HO4N 7/137 useful in video compression systems. Typically, the
52] US.Cl o 358/136; 358/261;  system determines differences between the current
] .. ,..3987262; 375/27 . input signals and the previous input signals using mean-
[58] Field of Search ........... 358/136, 135, 133, 261, square difference signals. These mean-square signals are
358/262; 375/27, 31, 33 processed and compared with one or more thresholds
[56] References Cited for determining one of several modes of operation.

U.S. PATENT DOCUMENTS

4,302,775 11/1981 Widergren
4,476,495 10/1984 Fujisawa .

... 358/136
. 358/262

4,520,490 5/1985 Wej ......... - 375721
4,538,370 12/1985 Mitchell 3587262
4,633,325 12/1986 Usubuchi coeveercereeeennene 358/133

Afler processing in some mode, the processed signals
are in the form of digital numbers and these digital
numbers are coded, using ordered redundancy coding,
and transmitted 10 & receiver.

46 Claims, 4 Drawing Fipores
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CODING SYSTEM FOR REDUCING
REDUNDANCY

CROSS-REFERENCE TO RELATED
APPLICATION

Title: A COMBINED INTRAFRAME AND INTER-
FRAME TRANSFORM CODING SYSTEM

Ser. No.: 479,766 Filed: 83/03/28 (now abandoned)

Inventors: Wen-hsiung Chen, James Parker Elliott,
Robert Edwin George Newell, Ralph Emerson Nich-
ols, Albert Edwards Rackett

BACKGROUND OF THE INVENTION

The present invention relates to methods and appara-
tus for processing signals to remove redundant informa-
tion thereby making the signals more snitable for trans-
fer throngh a limited-bandwidth medium. The present
invention specifically relates to methods and apparatus
useful in video compression systems.

Many signal processing technigues useful in video
compression systems are known. For example, digital
encoding is often employed in processing television
signals which are to be transferred over transmission
channels since digital data streams are more immune to
noise degradation.

In order to digitally encode a television signal, a
signficant nember of bits, 4 or more, may be required 1o
provide for an acceptable range of gray scale for each of
the hundreds of thousands of separate picture efements
{pixels) which form an image. Consequently, data rates
for unprocessed digitalized television signals typically
require a bandwidth greater than 40 megabits per sec-
ond. I the communications link is an earth satellite, 2n
unprocessed video signal typically occupies nearly the
entire bandwidth of the satellite, with very few chan-
nels, if any, left over for other uses. A T communica-
tion channel is typical and has only 2 1.5 megabit per
second bandwidth. A practical yer effective way to
reduce the bandwidth of digitalized television signals is
needed so that fewer channels are required for transmis-
sion over 2 communications path and so that the quality
of transmitted signals is maintained even when reduced
bandwidth transmission is employed.

U.S. Pat. No. 4,302,775, assigned to the same assignes
as the present invention, describes a scene adaptive
coding technique which eliminates redundant informa-
tion and thereby reduces the bandwidth.

The patent describes a single-pass digital video com-
pression system which implemenis a iwo-dimensional
cosine transform with intraframe block-to-biock com-
parisons of transform ceefficients without need for pre-
liminary statistical matching or preprocessing.

Each frame of the video image is divided into 4 pre-
determined matrix of spatial subframes or blocks. The
system performs a spatial domain to transform domain
transformation of the picture elements of each block to
provide transform coefficients for each block. The sys-
tem adaptively normalizes the transform coefficients so
that the system generates data at 2 rate determined
adaptively as a function of the fullness of a transmitter
buffer. The transform coefficient data thus produced is
encoded in accordance with amplitude Huffman codes
and zero-coefficient runlength Huffman codes which
are stored asynchionously in the transmitter buffer. The
encoded data is output from the buffer at a synchronous
rate for transmission through a limited-bandwidth me-
dium. The system determines the buffer fullness and
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adaptively controls the rate at which data is generated
so that the buffer is never completely empticd and never
completely filled.

In the system receiver, the transmitted data is stored
in a receiver buffer at the synchronous data rate of the
limited-bandwidth medium. The data is then output
from the receiver buffer asynchronously and is decoded
in accordance with an inverse of the encoding in the
transmitter. The decoded data is inversely normalized
and inversely transformed to provide z representation
of the original video image.

The U.S. Pat. No. 4,302,775 patents reduces redun-
dancy by employing intraframe coding techniques uti-
lizing intraframe comparisons of cosine transform coef-
ficlenms. While (he patent provides significant improve-
ment over other technigues, there is a need for even
greater compression.

In addition to intraframe coding technigues, inter-
frame coding techniques have been used to reduce the
rate required for video transmission as described, for
example, in the above-identified application. Typically,
each video frame is beld in memory at both the trans-
mitter and the receiver and only frame-to-frame
changes are transmiticd over the communication link.
In contrast to intraframe coding schemes in which the
quality of coded images is dependent upon the amount
of detail in =ach single image frame, the quality of the
coded image in Interframe coding is dependent upon the
differences from frame to frame. Frame-to-frame differ-
ences are often referred 1o as “motion”.

Interframe coding techmiaues are broadly classified
into two categories, namely, spatial domain coding and
transform domain coding. In real-time interframe spa-
tizl-domain coding systems, spatial domain data can be
threshold processed to obtain and store frame difference
signals in a transmitter buffer. The threshold value can
be adaptively determined as a function of the transmit-
ter buffer fuliness. In order to eliminate the image
breakdown, both spatial and temporal subsampling has
been proposed.

The above-identified U.S. patent application entitled
“A Combined Intraframe and Interframe Transform
Coding System” employs intraframe and interframe
variable prediction transform coding. Images are repre-
sented by sequential frames of two-dimensional arrays
of digital signals. The digital signals are transformed to
form transform coefficients for each frame. Predicted
transform coefficients are formed using sets of variable
prediction factors. The predicted transform coefficients
for each frame are compared with corresponding actual
transform coefficients for the frame to form transform
coefficient difference signals. The difference signals are
processed to control their range of values. The pro-
cessed difference Signals are statistically coded such
that the more frequently occurring values are repre-
sented by shorter code lengths and the less frequently
occurring values are represented by longer code
lengths. The coded signals are stored in a buffer mem-
ory for transmission. The coded signals in the buffer
memory are transmitted, over a limited-bandwidth me-
dium, to the receiver along with processing informa-
tion. The processing information includes codes identi-
fying the set of variable prediction factors utilized in the
transmitter. The same set of variable prediction factors
is utilized in the receiver to reconstruct predicted trans-
form coefficients which in turn are used to reconstruct
representations of the original images in the transmitier.
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The extension of the Scene Adaptive Coding of U.S.
Pat. No. 4,302,775 from intraframe coding to interframe
coding has proven very significant in terms of improv-
ing image quality and reducing bandwidth. These im-
provements, however, have created a need for im-
proved coding systems for reducing redundancy and
there continues to be 2 need for improved signal pro-
cessing methods and apparatus for data compression
systems.

SUMMARY OF THE INVENTION

The present invention is 2 signal processor and
method for efficiently processing signals using ordered

redundancy (OR) coding and any one of a number of .

different modes.

The signals to be coded are typically multiple values
where the multivalued digital numbers, X(k) are typi-
cally the integers 0, 1, 2, 3, 4, . ., , and 50 on arranged
in any order. Frequently, some values are repeated in
forming digital nembers and hence the probable fre-
quency of occusrence of some values s different than
for other values. In one example of digital numbers, the
highest frequency of occurrence is the value 0, the next
highest frequency of occurrence is the value 1 and the
other values greater than 1 (namely 2, 3, 4, 5, and so on)
occur least frequently. With such order to the fre-
quency of occurrence of values to be coded, the or-
dered redundancy coding of the present invention is
most efficient.

Using ordered redundancy coding, the system codes
the highest most frequently occurring values (0% in the
usual example) wsing rumlength coding. In the most
preferable example, the runlengih encoding is of two
types, R and R’. The first type, R, is utilized when a
runlength of consecutive zeros (0's) is followed by the
next wmost frequently occurring value (I in the usual
casg) and the other type, R', 15 utilized when the run-
length of consecutive zeros (0's) is followed by some
other value, one of the least frequentiy occurring values
(usually greater than 1 such as 2, 3, and so on). When-
ever the second type, R', of runlength coding is em-
ployed, the runlength code is typically followed by an
smplitude code which explicitly encodes the actusal
amplitude (2, 3, . . . } of the following other value.
Whenever the first type, R, of renlength coding is em-
ployed, no coding of the second value (wsually 1) is
required becanse an amplitude of 1 is implied simply by
the use of the first type, R, of runlength coding.

The ordered redundancy coding of the present inven-
tion is typically utilized in a system that processes input
signals, such as spatial domain image signals occurring
in successive frames, to form processed signals for each
frame. Any number of different processing maodes are
possible. The processed signals are in the form of a
plurality of multivalued digtal numbers, X(k), typically
one number, X{k), for each frame.

In one particular embodiment, the processing modes
inchude two replenishment modes (one with motion
compensation and one without), two DPCM modes
{one with motion compensation and one without) and
one intraframe mode. The decision as to which mode 1o
select is made based upon an analysis of the frame-to-
frame differences (motion} between the current input
signals and the previous input signals.

Typically, the system determines differences between
the current input signals and the previous input signals
using mean-square difference signals. These mean-
square signals are processed and compared with one or
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more thresholds for determining one of several modes
of operation. After processing in some mode, the pro-
cessed signals are in the form of digital numbers and
these digital numbers are coded, using ordered redun-
dancy coding, and transmiited 1o a receiver.

Alfter transmission of the coded signals, the received
signals are decoded and processed in reverse of the
particular one of the modes by which the signals were -
processed in the transmitter,

In accordance with the above summary, the present
invention achieves the objective of providing an im-
proved signal processor for reducing redundancy using
ordered redundancy coding.

The forepoing and other objects, features and advan-
tages of the invention will be apparent from the follow-
ing detailed description in conjunction with the draw-
ngs.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 depicts a block dizgram of a transmitter and
receiver system.

FIG. 2 depicts further details of the transmitier of the
FIG. 1 system.

FIG. 3 depicts further details of the coder used in the
FIG. 2 transmitter.

FIG. 4 depicts further details of the decoder used in
the receiver.

DETAILED DESCRIPTION

Overall System—FIG. 1

In FIG. 1, a block diagram of a transmitier and a
receiver in accordance with the present invention is
shown. Digital signals to be processed are input on lines
5 1o the transmitter 2. The input signals on lines 5 are
processed in one of a number of different modes so as to
efficiently compress the data input signals to form pro-
cessed signals for transmission to a recetver. The pro-
cessed signals are coded and output on lines 45 from the
transmitter 2 and are transmitted 1o the receiver 3.

The transmitter 2 incledes a forward processor 52
and a feedback (reverse) processor 51. Typically, the
input signals on lines 5 represent images and are pres-
ented in the space domain as frames in accordance with
well known techniques. The forward processor 52 typi-
cally processes the spatial domain input signals to form
proeessed signals which typically are transform domain
signals arranged in blocks of transform domain coeffici-
enis. The forward processor 52 processes the current
input signals from the most current frame.

The reverse processor 51 typically inverse processes
signals from transform domain to spatial domain. Pro-
cessor 51 stores signals representing the previous frame
of data and also receives the current input signals so as
to enable a comparison to be made between the previ-
ous inverse processed input signals and the current
input signals. When the current input signals have been
transformed from the spatial domain to the transform
domain, the reverse processor petforms an inverse
transform to convert the transform domain sigmals back
to spatial domain signals and stores those spatial domain
signals for comparison with the current input spatial
domain signals.

The reverse processor 51 determines changes be-
tween the current signals and the previous signals. Typ-
ically, these differences are determined wsing mean-
square signals, do and ds, hereinafier defined. These
mean-square signals are processed and compared with
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one or more thresholds for determining one of several
modes of operation for the system of FIG. 1.

Any number of different modes are possible. In one
particular embodiment, two replenishment modes {one
with motion compensation and one without), two
DPCM medes (one with motion compensation and one
without) and ope intraframe mode are employed. The
decision as to which mode to select is made based upon
an analysis of the frame-to-frame differences {motion) of
the input data. After the processing by the processor 52
and the processor 51, the processed signals are input to
the coder 14.

The coder 14 encodes the processed signals using
statistical frequency coding. With satistical frequency
coding, signals with a statistically higher frequency of
occurrence are encoded with a shorter code length than
signals with a statistically lower frequency of occur-
rence. Additionally, the coder 14 utilizes & novel or-
dered redandancy {OR) coding technigue. In the or-
dered redundancy coding, the processed signals to be
coded have multiple values. For example, values are
typically 0, 1, 2, 3, 4, . . ., and so on. Typically, the
statistical frequencies of the values to be coded have an
order. Particularly, that order is based upon the proba-
ble frequency of occurrence of the different values, The
highest frequency of occurrence is typically the value 0,
the next most frequently occurring valoe is 1 and the
other values greater than 1 (2, 3, 4, 5, and so on) occur
least frequently. With such order to the signals to be
coded, the ordered redundancy coding of the present
invention is most efficient.

Using OR coding, the coder 14 of FIG. 1 codes the
highest most frequently occurring values (s in the
usnal example) using runlength coding. In the most
preferable example, the renlength encoding is of two
types, R and R'. The first type, R, is utilized when the
runlength of O's is followed by the next most frequently
occurring value (1 in the usual case) and the other type,
R’, is employed when the runlength of O’s is followed by
some other value of the least frequently occurring type
(usuaily greater than 1 such as 2, 3, and so on). When-
ever the R’ type of runlength coding is employed, the
runlength code is typically followed by an amptitude
code which explicitly encodes the actual amplitnde of
the other value. Whenever the first type, R, of run-
length coding is employed, no coding of the second
value (usually 1) is required because an amplitude of 1 is
implied simply by the use of the first type, R, of run-
length coding.

After the ordered redundancy coding in coder 14,
data is transferred to the transmitter buffer 15. The
buffer 15 provides a feedback signal on line 25 to con-
trol the forward processor 52 data rate.

In FIG. 1, the data from line 45 is inpst on line 68
after transmission over some conventional transmission
medium to the receiver 3. In the receiver 3, a receiver
buffer 53 stores the received data. A decoder 54 de-
codes the recetved data. Thereafter, the decoded data is
processed in reverse of the particular one of the modes
by which the data was processed in the transmitter 2.
The reconstituted data appears on ontput line §9.

Transmitter—FIG. 2

FIG. 2 is a block diagram of a transmitter for motion
compensated combined interframe and intraframe cod-
ing system of FIG. 1. Motion compensation is incorpo-
rated into 2 combined interframe and intraframe coding
system using the spatial pixels in the inverse loop 9. In
operation, the original spatial image on input lines 5 is
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compared 10 the reconstructed spatial image on lines 6
of the previous frame an a block-by-block basis through
a motion detector 7. The reconstructed spatial image is
abtained from the memory 18 of the feedback DPCM
laop 9.

The feedback loop 9 includes the inverse normalizer
16, inverse transformer 17, the sum unit 20, the delay
(memory) 18, the prediction unit 19, and the motion
detector and compensator 7. If the motion detector 7
determines that there is little difference between the
blocks, a “replenishment mode” is selected. On the
other hand, if enough difference is detected, the block in
the current frame & compared to the neighborhood of
the corresponding reconstructed block in the previous
frame to find the best match of the block. For the pur-
pose of mcreasing the system performance a2 sub-pizel
match is employed. If the difference between the cur-
rent block and its best matched block does not result in
a reasonable improvement over the difference between
the current block and its original counterpart, 2 motion
compensation is not justified. In this case, a “DPCM
mode” with variable predictions is selected to handle
the block difference. On the other hand, if the differ-
ence between the current block and its best matched
block is reasonably smaller than the difference between
the current bleck and its original counterpart, a motion
compensation is initlated. In this case, the difference
between the current block and its best matched block is
screened to determine if the block belongs to a “motion
compensated replenishment” block or a “motion com-
pensated DPCM” block. The forward Ioop of the
DPCM system encodes the “DPCM” or “motion com-
pensated DPCM™ data in the transform domain. Statis-
tical frequency coding is employed to improve the effi-
ciency. The feedback loop of the DPCM system is oper-
ated in the spatial domain with variable predictions.

Motion Detection and Compensation

The motion detection serves two purposes. It com-
pares the block pixels in the present frame to the neigh-
borhood pixels of the corresponding block in the previ-
ous frame to find the subpixel displacement of the
black that gives the best match. It also tracks the dis-
placement vectors and the degree of differences during
the matching process for a subsequent modification of
the DPCM frame memory and controlling of the pre-
dictor parameters in the feedback DPCM loop. Three
basic types of modes {replentshment modes, intraframe
maode, and DPCM modes) are determined from the
motion detection. A decision process among the modes
is employed. The decision process relies in part on a
determination as to whether motion-compensation or
non-motion-compensation is to be employed Motion
compensation is determined using the mean-square dif-
ference, do, and the mean square error, dj.

The mean-square difference, dy, is formed as follows:

do=am” "z N5k~ R Fa- 0

where §(}.k) are spatial pixels (on lines 5 of FIG. 2) of
the current frame and (j,k) are the corresponding pixels
(on line 6 of FIG. 2) of the reconstructed previous

frame. N is the transform block size.
The mean-square evror, d, is formed as follows:
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LNSIN<L - , Ea. (D)
dp= (/A X 03 IR — f+ &k + ARF
j= =

where £(j,k)} are the block pixels in the present frame and
f(1+ Aj,k+ Ak) are the best matched pixels in the previ-
ously reconstructed frame where AjAk are the dis-
placement (vector) for the best match.

Replenishment Modes

The replenishment modes are either motion-compen-
sated or non-motion-compensated, The decision pro-
cess selects compensation or non-compensation based
upon motion detection. The motion detection unit 7 of
FIG. 2 determines the difference between the incoming
spatial pixels of a block and the reconstructed spatiai
pixels of the corresponding block in the previous frame.
H the motion detection process determines that there is
little frame-to-frame difference between corresponding
blocks, a non-motion-compensated replenishment mode
15 selected and a code word 1s sent on line 21 from unit
7 of FIG. 2 to the encoder 14 to identify the mode.

iIf the motion detection process determines that the
frame-to-frame block difference is great enough then,
under some circumstances, a motion-compensated re-
plenishment mode is selected. The detection process
typically uses the mean-square difference, dg, and com-
pares it to a predetermined non-motion-compensaied
replenishment threshold, Tg. This process is written as
follows:

if {do-dp)<<Tarand do< TR, select ron-motion-com-~

pensated replenishment mode.

The detection process compares the mean square
error, dz, with a predetermined motion-compensated
replenishment threshold, Tosr, as follows:

if (dp-dg) > Tarand dp<Tp/g, select motion-compen-

sated replenishment mode,

The idemification code words for the replenishment
mades are typically Haffman coded. Typically, a one-
bit code (0}, on line 21 of FIG. 2 is used if the non-
motion-compensated replenishment mode appears most
frequently statistically. Once this code word is identi-
fied at the receiver, the reconstructed block pixels in the
previous frame are repeated to form the present block in
the receiver.

For the motion compensated repienishment block,
typically a four-bit code (1111} is used, along with the
disptacement vector representing the best match, and
appears on line 67 in FIG. 2. At the receiver, the vector
uses the compensated block pixels from the recon-
structed previous frame to form the presently recon-
structed block.

DPCM Modes

The DPCM modes are either non-motion-compen-
saied or motion-compensated. Selection of the compen-
sation or non-compensation DPCM modes is dependant
in part on motion detection. The motion detection
searches for the best matched block pixels from the
reconstructed previous frame. The difference, dy, be-
tween the present block pixels and the best matched
block pixels is then computed. I this difference is
smaller than the motion threshold, Ty, no motion com-
pensation is justified due to the necessity of sending the
displacement vector as coding overhead. In this case,
the difference, do, is compared to 2 DPCM threshold,
Tpy1, to determine if the block belongs to a DPCM
mode. The decision process is given as follows:
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if (dg-dp) < Tarand do< T ps1, select non-motion-com-

pensated DPCM mode.

If a non-motion-compensated DPCM mode is se-
lected, the predictor in the feedback loop is enabled and
the difference is sent to the discrete cosine transformer
for subsequent encoding. Again, the mode identification
1s Huffman coded. Typically, a two-bit code (10) used
for the non-motion-compensated DPCM mode and
appears on line 66 in FIG. 2.

At the recerver, the DPCM data are inversely trans-
formed and added onto the block pixels from the recon-
structed previous frame to form the present block pix-
els.

For the motion-compensated DPCM mode, the dif-
ference, dp, between the current block pixels and the
best matched block pixels is compared to a predeter-
mined - motion-compensated replenishment threshold,
Tpyr. If dpis larger than the threshold, a motion-com-
pensated DPCM mode is selected to handle the pixel
differences.

The decisior processs is given as follows:

If {do-ds}>> Tarand dp>>To,r, select motion-compen-

sated DPCM mode.

For the motion compensated DPCM blocks, typi-
caily a three-bit code (110} is used together with the
displacement vector representing the best match of the
biock along with the motion compensated DPCM data
(transform coefficient differences betwean the present
block and the best matched block from the recon-
structed previous frame). The mode 1D and vector
appear on line 65 in FIG. 2. At the receiver, these
DPCM data are inverse transformed and added onto
the compensated block pixels from the reconstructed
previous frame to form the present block pixels.

Intraframe Mode -

The intraframe mode is selected when neither ihe
motion-compensated mode nor the DPCM mode is
justified. The difference, dp, between the current block
pixels and the reconstructed previous block pizels 1s
compared with the predetermined DPCM threshold,
Tpyt The decision process is as follows:

If {(do-dp) < Tarand do> To/r, select intraframe mode.

If the intraframe mode is selected, the predictor is
disabled and the current block pixels are sent to the
transformer with unjt k1 of FIG. 2. Typically, a four-bit
code (1110) appearing on lne 66 in FIG. 2 is used to
identify the *“intraframe mode”. The intraframe data in
the receiver are inversely transformed to form the pres-
ent block pixels.

Compensation Range and Resolution

The performance of the motion compensated system
is dependent upon the range and resolution of the
matching process. The larger the range and the finer the
resolution, the beiter the system performs. However,
due to the necessity of encoding the vector information
as system overhead, the ramge and resolution of the
searching process is somewhat limited.

Searching Algorithm

The search for the best matched position is a very
time consuming process. As one example, a simple bi-
nary search algorithm for 2 maximum range of 1.75 can
be employed. Using such an algorithm, the nine whole-
pixel positions centered around the position of the pres-
ent block are first examined to find the best match.
Next, the eight half-pixel neighborhood positions cen-
tered around the best matched whole-pixel position are
examined. The process continues until the best matched
quarter-pixel position is located. The horizontal and
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vertical addresses of this Jocation are then recorded 23 a
vector and encoded accordingly. The number of steps
required for a binary search is many times lower than
that of a brute force search.

Subpixel translation is done by performing bilinear
interpolation taking weighted averages of the four near-
est values at integral pixcl positions surrounding the
subpixe] location. The weighting factors that are nsed
are linear functions-of the horizontal and vertical dis-
tance of the fractional displacement from the integral
pixei positions. As an example, a displacement of 1.25
horizontally, and 0.75 vertically is performed as fol-
lows:

S+ 1.25k—035) = wilj+ LA+ w4+ 1.k — D4 ws

SR Hwgfi4- 25— 1) Eq. (3)
where w1={0.75) {0.25), wy=(0.75) (0.75), w3==(0.25)
(0.23), and wa=(0.25) (0.75)

DPCM Loop

Referring 10 FIG. 2, the Differential Pulse Code
Modulated (DPCM) loop consists of a cosine transform
unit 11, a normalization unit 12, a guantization unit 13,
an inverse normalization unit 16, an inverse transform
unit 17, a delay memory 18, and a prediction unit 19. Tn
operation, an input pixel block on lines 5 from the pres-
ent frame is first subtracted in subtractor 10 by its esti-
mation from the previous frame on line 23 on a pixel-by-
pixel basis to generate block differences. These differ-
ences are then cosine transformed in transform unit 11
10 form the coefficient differences on lines 24. The coef-
ficient differences are next scaled in normalizer unit 12
according to a feedback parameter on lines 25 from the
output rate buffer 15. The scaled coefficient difference
on lines 26 are then quantized in unit 13 and fed into
both the coder unit 14 and the inverse DPCM loop 9. In
the inverse DPCM loop 9, the quantized and scaled data
are inversely normatized in unit 16 and inversely trans-
formed in unit 17, to form the quantized coefficient
differences on lines 27. These differences are then added
in adder 20 10 the motion compensated estimation on
lines 3 to form the reconstructed pixel block in the
frame memory 18. After a single-frame delay, in mem-
ory 13, the motion detector 7 uses the motion compen-
sated block from the memory 18, multiplies it by a pre-
diction weighting factor, and is ready for the next frame
of operation. At the receiver, the received data follows
the inverse DPCM loop to reconstruct the spatial pixels
in the output block.

Cosine Transform

The coefficient differences between the input pixels
from the present frame on lines 5 and the estimations
from the previously reconstructed frame on lines 3 are
formed by the difference circuit 10 on lines 23 and are
expressed as follows:

exlf RY=foli k) — plL kY iv— |+ ALK + AK) Eq. (9

where Aj and Ak represent the vector values for the best
maich determined by the motior detector and where
p(,k) represents the estimation. These differences
within a NN block are cosine transformed in rrans-
former 11 to form the coefficient differences on lines 24
The cosine transform is defined as follows:

SNITN=F Eq. (3}
Epfusy = 4{C)CEHI/N 2 eil)
=0 k=0

—

0

20

a0

45

50

35

60

65

10
-comtinued
cos{(2f -+ Dum/2N) cos[{2k -+ 1)pvwr/2A)
foruv=0,1,..., N =1
1728 forw =0

Clw} =
=1 forw=1,2..., N—}

where w=norv

where (3,k) and (u,v) represent indices in the horizontal
and vertical directions for the pixel difference and coel-
ficient difference blocks, respeciively, and where C{w}
represents Cu) or C(v). The cosine transform restrue-
tures the spatial domain data into the coefficient domain
such that it will be beneficial to the subsequent coding
and redundancy removal processes.

Normalization

The coefficient differences, E.(u,v), are scaled ac-
cording to a feedback normalization factor, ID, on kines
25, from the output rate buffer 15 according to the
relation,

Infe.vy= Epft i}/ D Eq. (6)
"The scaling process adjusts the range of the coefficient
differences such that a desired number of code bits can
be used during the coding process,

Quantization

The quantization process in unit 13 is ary conven-
tionat linear or non-linear quantization. The quantiza-
tion process will set some of the differences to zeros and
Ieave a limited number of significant other differences
to be coded. The quantized coefficient differences on
lines 28 are represented as follows:

Tl )= Qlinlan. v Eq. (T
where Qf ] is a quantization function.

It should be noted that a lower bound is determined
for the normalization factor in order to introduce mean-
ingful coefficient differences to the coder. Generalty
speaking, seiting the minimum value of D to one is
sufficient for a low rate compression applications in-
volving transform blocks of 16 by 16 pixels. In this case
the worst mean sguare quantization error is ess than
0.083. This mean square error corresponds to a peak
signal-to-quantization-noise ratio of 40.86 db which is
relatively insignificant for low raie applications.

Inverse Normalization

The process of inverse normalization in unit 16 pro-
duces the quantized coefficient differences on lines 29 in
the inverse DPCM loop 9. This process is represented
as follows:

Euv)=T,(unD Eq. (8)

Inverse Cosine Transform

The inverse cosine transform process in unit 17 in the
inverse DPCM loop 9 converts the quantized coeffici-
ent differences on lines 29 back to the spatial domain
pixel differences on lines 27. This process is defined as
foilows:

- N—] N~ — L (9
enliky= Z ! NI ! T E(n,y) Ea- )
u=0 v=0

cosf(2f + Duw)/ 2N cosfiZk + Drr]2N
forj kb =01..., N— L

Frame Mcmory
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The frame memory 18 contains the reconstructed
input pixels in the inverse DPCM loop. The guantized
pixel differences from the inverse cosine transformer on
lines 27 and the motion compensated estimations from
the previousty reconstructed frame on lines 3 are added
together in adder 20 to form the reconstructed pixels,
£.(j,k), which replace the block pixels in the memory 18.
This process is represented as follows:
ToG Ry =Cal R+ pRAY — (4 ALK+ AR} Eq. (10)
Prediction
The prediction process in unit 19 finds an estimation
of a datvm from its surrounding dats. By way of exam-
ple for a simple predictor that uses the previous frame as
a base for the estimation, the estimated value is termed
as the correlation coefficient, p(i,k), given as follows:

PlikY= Elen(ikden_ 10+ A&+ AR/ a2 (GE) Eq. (11)
where E represents expected value and o2(3,k) repre-
sents the variance of e,(j,k). The correlation coefficient,
termed as leak factor, ranges from 0 to 1 depending on
the frame-to-frame pixel differences. The value is very
close to 1 for a limited motion sequence. However,
during a scenc cut or a rapid zooming sequence, the
value is way below the value of 1. Because different
leak factors have to be identified in the encoding of the
DPCM process, it represents a significant overhead for
the Iow rate system if too many values are to be identi-
fied. In one embodiment, only two leak factor values
are used for the five-mode motion detection system: 1
for the non-motion-compensated DPCM and motion
compensated DPCM modes and 0 for the iniraframe
made.

Coding

In order to minimize overhead code bits, in one typi-
cal example the encoding process in unit 14 for the FIG.
2 system is performed on 2 frame by frame bases. The
coded bit stream includes sync, header, scaling facior
{NF), and variable-length data as follows:

TABLE 1

variable

SYNC HEADER NF DATA

In the header, at least one bit is reserved for the iden-
tification of full motion and graphic operations. The
data portion includes the block-to-block mode identi-
fiers, the vector values, DPCM and intraframe data.
The bit allocations are dependent upon ezch individuoal
block which is illustrated in TABLE 2.

TABLE 2
1
MODE
Replenishment Block
4 3
MQDE YECTCR
Replenishment of Motion Compensated Block
2 variable
MODE DPcM EOB
DPCM of Non-motien Compensated Block
4 vartable
MODE INTRAFRAME EOB

Intraframe of Nor-motion Compensated Block
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TABLE 2-continued

3 3 variable
MODE YECTOR DPCM EOB

DIPCM ef Motion Compensated Block

DPCM Encoding

TFhe Scene Adaptive Coding {SAC) is very efficient
in terms of coding the intraframe transform coefiicients.
When this scheme is applied to a coding system involv-
mg intraframe, interframe and motion compensation,
the coding efficiency is somewhat reduced due io the
structure of coefficient differences or motion compen-
sated coefficient differences caused by the additional
removal of redundancies. One observation that can be
made in the motion compensated coefficient differences
{non-zero after normatization and quantization} and, to
a certain degree, the interframe coefficient differences
(non-zero differences} is that most of these differences
are sparsely distributed with an overwhelming majority
of them having an absolute value of one. Also, within
these differences of ones, a significant portion of them
are isolated (surrounded by zero-valued coefficicents)
afong the path of a scanning. It is wasteful to use one
amplitude code word to code each of these isolated ones
in addition to using one runlength code word to identify
their address (Runlength alone should be enough).

Ordered Redundancy Coding

A new Ordered Redundancy (OR) coding algorithm
is specificaily designed to code multi-valued digital
numbers where the statistical frequency of occurrence
of some values in the series of values forming the digital
number is greater than the statistical frequency of oc-
currence for other values in the series of values forming
the digital pumber. The values forming the digital num-
bers are generally the integers 0, 1, 2, 3, . . . and so on.

In general, a K-valued digital number, X({k), is formed
by a series of K values, x(k), as follows:

Xeky=x(1), 22, 23, . . . 24k, - . ., x(K)

where 1=2k=K. Each value, x(k), has some value, V,
from the set of J values,

where 15)=7.

The occurrence of i consecutive values, V;, within
the series X(k) is the runlength of such values denoted
by V/.

In a first example with k=1, ..., 14, if the digital
number X)(k)==01000000100021, Vp=0, V)=1 and
V2=2 then X)(k)=Vo!, V1!, Vb, Vi1, Vp?, V2, Vit In
the series vahaes forming X(k}, the first value Vo=0
occurs mosi {requently, the second value V=1 cccurs
next most frequently, and the other value V=2 occurs
least frequently.

In a second example with k=1, ..., 14, if the digital
number Xx(k)=02111110001130, and Vp=1, V=0,
Va=2, and V3=3; then Xa()=V!, V2!, Vo3, V3, V2,
Val, V11, In the sedes of values forming Xo(k), the first
value, V=1, occurs most frequently, the seond value
V=0 occurs next most frequently, and the other val-
nes, V=2 and Vi=3, occur next most frequently.

Digital numbers formed with such frequencies of
occurrence of values such as for X1(k} and X,(k) above,
are defined as having ordered redundancy. In the typi-
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cal example described for X (k), 0's are most redundant,
I’s are next most redundant, and so on. The frequency
of occurrence order of values 0, 1, 2, . . . and so on
described is merely one typical example. Any frequency
of occurrence order is possible, for example, the 2°s may
occur more freguently than 1°s and ¢'s may oceur more
frequently than 27, :

Digital numbers, X{k), will ofien have ordered redun-
dancy of the values, V;, forming the number. QOrdered
redundancy means that the frequency of occurrence of
some of the values, V;, formng the number (or groups of
such values) is greater than that for other values {or
other groups of such values) forming the number and
that such frequencies of occurrence are predictable for
a number of digital numbers, X(k).

When such ordered redundancy occurs, the ordered
redundancy coding of the present invention is useful in
making the coding more efficient. In the present inven-
tion, the presence of a first value {or = first set of values)
15 used 1o imply the existence of a second value (or &
second set of values) thereby eliminating the need to
code the secord value {or second set of values).

By way of example, the coding of the digital number
Xk} above is achieved as follows. Assume that when
the first value, Vy, is followed by the second value, Vi,
that the second value is implied and such code is de-
noted Cp;/ where i represents the number of consecntive
first values Vo preceding the implied second valpe, V5.
Assume that when the first value Vy, is not followed by
the second value, V|, such code is denoted CoTi. Assume
that any other value is amplitude coded with Ay=2 and
Az=3. With such a notation, X(&)=Cp!, Co16, Cp13,
A?h CUID- .

By way of the second example, X;(k) above, the first
value, Vg1 implies the second value, V=0 such that
X2(§)=Cm°, Cot, Az, Cor¥, Cai% Coi®, Co?, Co?, As,
Cy”.

In order to code Xi(k)=Cn!, Cp15, Cor?, Az, Coil,
each of the values Cgt), Cpi® and so forth are repre-
sented by a unique statistical code {typically a binary
code) from 2 runlength table such that the statistically
more frequently occurring values have shorter code
lengths and the statistically iess frequently occurring
vatues have longer code lengths.

A series of values in digital numbers having a large
percentage of zeros ('s) followed by omes (1’s) is
termed “One’s Redundancy”. One’s Redundancy Cod-
ing is one example of Ordered Redundancy (OR) cod-
ing, The OR coding procedures for One’s Redundancy
appear in TABLE 3 and are based uporn 16X 16 trans-
form blocks of values where each such block gives rise
to a digital rumber, X(k}, having 256 values. Of course,
any size blocks (N X M) of digital values can be selected.
Also, the digital values can be in biock form represent-
ing transform coefficients or can be multi-valued digital
signals, X(k), of any form.

In order to identify the beginning or end of the values
forming a number, X(k), a special “End of Block” sig-
nal, EOB, is utilized. When a plurality of numbers
Ki(k), x(k), X3(k), . . . and so on are to be coded and
transmitted, the EGQB code is inserted between the apm-
bers, usually once after each number.

The TABLE 3 example is premised upon digital sig-
nals having first values V=0, sccond values Vo=1,
and a set of other values, V3, greater than 1 (2, 3, 4, . .
. J. Also, TABLE 3 has 2 ronlength table partitioned
into first and second parts, a first part, R (or Cgp), and a
second part, R’ {or Co7). The first part, R, implies that a
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runlength of Us is followed by a 1. The second part, R’,
implies that a runlength of O's is followed by another
value greater than 1 (2, 3,4,...). The TABLE 3 forma-
lation is for one preferred embadiment of the ordered
redundancy coding. Many variations, some hereinafter
described, are possible.

TABLE 3

1. From the magnitude ¢without sign) of quantized coef-
ficient difference, form the following sets of histo-
grams
a. Runlength of consecetive zero-value coefficient

differences (including runlength of zero length)
with absolute amplitude value of one at the end of
the runlength. ’

b. Runlength of consecutive zero-valued coefficient
differences (including runlength of zero length)
with absolute amplitude value of greater than one
at the end of the runlength,

¢. Occurrence of end of blocks (EOB, ali 0's)

. Get runlength Huffman code tabie from the histo-
gram of 1 above, The entries of this table can be
represented as Ro, Ry, Ro, .. ., Rass, R'g, R, R, . .
.» R'255, EOB.

3. From case b of 1, get the histogram of the amplitudes
{with values greater than one) at the end of the run-
length,

- Get amplitude Huffman code table from the histo-
gram of 3 above. The entries of this table can be
represented as Az, Az, Ag, ..., Asip.

- Encode the coefficient differences along the zigzag
path from the Huffman tables generated from 2 and 4
in the following fashion.

a. Coefficient differences of one at the end of the
consecutive zeros—encode with R +SIGN, n=1,
2,3 ...,,255

b. Coefficient differences of greater than one at the
end of consecutive zeros—encode with R'+ A, -
SIGN,n=1,2,3,...,255and m=2, 3,4, ..., 510.

6. Encode with EOB at the end of each block.

As can be seen from TABLE 3, two Huffman tables
or equivalent statistical coding tables are specified in the
"One’s Redundancy™ (OR) coding. The runlength table
{including EOB) consists of two parts, R and R', with a
total of 513 entries (256 each for the first part R and the
second part R’ and 1 for EOB). The amplitnde table
consists of 509 entries (amplitude valves of 2 to 5103 In
a practical implementation, these two tables can be
shortened with little performance degradation.

Specific examples of the two tables specified in accor-
dance with TABLE 3 appear as the following TA-
BLES 6and 7. TABLE 6 is a runlength table of the two
part example (R and R’ or Ry and R3) where R implies
a runlength of O’s followed by a 1. TABLES 6 and 7 are
derived based upon the hardware constraints (which
are intended to be representative of 2 practical system,
but are not intended to be limiting) of the following
TABLE 4:;

(%]

TABLE 4

1. Every code word must belong to part of a complete
“tree”.

2. The longest code word (including runlength escape,
runlength code and sign, or amplitude escape and
amplitude code) must not exceed 16 bits in length.

3. The maximum number of entries for each ronlength
or amplitude table must not exceed 32.
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TABLE 5 gives four comparative examples for cod- TABLE 6-continued
ing digital numbers using Scene Adaptive Coding RUN LENCTH CODE TABLE FOR THE
{SAC) and One’s Redundancy (OR) coding. The One's “ONE'S REDUNDANCY" CODING
Rendundancy coding examples wiilize TABLES 6and 7 RUN LENGTH CODES FOR DPCM
and the Scenc Adaptive Coding examples utilize TA- 5 MODE
BLES 8 and 9. As can be seen from TABLE 5, the OR T L FREQ #ofBITS <CODE OCTAL EQUIV
coding is considerably shorter than the SAC coding and EOB 547 4 0010 4
hence OR coding is more efficient.
TABLE 5 10 where,
COMPARISON OF “OR™ AND “SAC" CODING R ESC=code used whenever R-type value not in
1. CO  600000000000B0C000T EOB table ) )
SAC RLP+Rjg + Aj+5 + EOB R’ ESC=code used when R'-type value not in table.
01/ HOLE1L/11/0/10000)
OR  R)945-+EOB
0001000//0010 15 TABLE 7
2. €O 001-1000001000-1 EOB AMPLITUDE CODE TABLE FOR THE
SAC RLP+R3:§-A|+S+A1+S+RLP+R5 +41+5+RLP+ “ONE’S REDUNDANCY” CODING
Ri+A1+S+EOB
01/111 /11/0/11/1/01/ 11010/ 1 L /G/01 /101 1/ 1/17 AMPLITUDE CODES FOR DPCM MODE
100001 i ) 20 A FREQ # of BITS CODE OCTAL EQUIY
OR  Rz+85+Re+8+Rs5+5-+R3+S+EOB A 2 11076 1 1 1
1110/0/10/1,/0001 1/0/0000/1,/0010 A 3 3846 7 00 0
3. CO  2000000¢-1 EOB _ A 4 111 4 o110 6
SAC A3+S5+REP+Ry+Aj4+S4EOB A 5 982. 5 D111 17
101./0/01/110011/ 13717100001 A 6 663. 5 01010 12
OR - R¢+A»+S+R7+S5+EOB 25 A 7 435. 6 01100 34
110/1/0/011110/1/0010 A 8 347, 6 010012 23
4. CO  1001-20000f EOB _ A 9 277. 6 010001 21
SAC A1+S+Rz+A1+5+A1+5+Ry+A1+S+EOB A 1D 173. 7 DIDII00 54
11/0/1111/11/0/101/1/11100/11/0/ 1000 A U 178, 7 0101101 55
OR  Rg+S-+R3+S4+Ry +A2+S+Re+S+EOB A 12 137, 7 0100100 a4
10/0/1110/0/118£1/01101/0/0010 A 13 113, 8 01110101 165
0 A 14 116, B 01110110 166
A 15 7% 8 001030 112
where, A 16 68. 8 01000011 103
R=runlength, A=amplitude, S=positive sign, A1 &. % 01000010 101
= e A 1B 58. 9 011101110 356
S=nepative sign, RLP=Run Length Prefix (01), P o 2 01101000 350
EOP=End Of Block, CO=digital number to be 35 A 20 50. 9 011101001 351
coded A 2 0. 10 0111041311 737
A 2 32 g 010000010 202
TABLE ¢ A 23 33. 9 016000611 203
RUN LENGTH CODE TABLE FOR THE . A g? 1‘; o;}m ;g‘l‘
it pokveite
. R
A 7 30. E 410000000 200
MODE A 28 3. 10 DIC010E110 456
T L FREQ # of BITS CODE OCTALEQUIV A 29 4. 1 CLOCI01 1111 1137
A 30 M 1 01110111160 1674
E, g fgg‘;‘]" § ”‘g g ] A 3l w N 1001011110 136
R 12301 a5 A 2 4 1 01110111101 1675
. 3 oo 2 A ESC 413 6 010111 27
R 2 7148, 4 1110 16
R 3 4610, 4 0000 0
R 4 3384, 5 o101 15
ol oy : orton i g]sjgi d d when amphitude vaiue not in table
R S 2577, 5 0011 3 =code used when ampltiee Vi g
R 6 1967. 6 [11100 T4 50 TABLE 8
R 7 1764. 6 011 10 3% - -
R 3 1452, 6 001111 7 RUN-LENGTH CODES FOR “SCENE ADAPTIVE
R 9 1327, 6 001101 15 CODING
R 10 1089. 6 000101 5 VALUE LENGTH HUFFMAN CODE
R' 2 3013 7 1111011 173 0 ] P
R 1 294, 7 1111010 172 55 3 s 11
R 12 884, 7 0151011 73 3 4 1011
R I3 876. 7 0111010 72 : 5 11160
R M4 861. 7 0011100 7 5 M 1010
R 5 687, 7 a0 o0 34 8 5 10000
R 16 673, 7 0811001 3 7 6 11001
RI7 602, 7 0011600 30 60 g & 110010
R 18 550. 7 0601001 11 9 6 110001
R 19 496, 7 0001600 10 10 6 110000
R 20 483, 8 o11t1101 175 1 6 1001
R 2l 433, 3 01111100 174 12 6 101001
R 22 413, 8 61110005 161 13 6 105000
R 3 402, 8 61110000 160 &5 14 6 100111
R 23 370, 8 00111011 73 15 6 100110
R 24 345, 8 £0I1101D 7 16 & 100161
R ESC 4599, 5 13511 37 17 6 100100
R' ESC 932 7 DITEITL 77 18 6 100010
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TABLE 8-continued
RUN-LENGTH CODES FOR "SCENE ADAPTIVE

CODING™
VALUE LENGTH HUFFMAN CODE
9 7 EI110ET}
20 7 [F10110
2t 7 1101111
22 7 111110
23 7 110110y
24 7 1101100
25 7 1010101
26 7 Moo
27 7 100110
28 8 10101000
i 9 101010011
30 9 161010010
RL-ESC [] 111010
TABLE 9
AMPLITUDE CODES FOR SCENE ADAPTIVE CODING
VALUE LENGTH HUFFMAN CODE
1 2 £l
2 3 101
3 3 Q00
4 4 0013
5 3 10001
6 5 00100
7 [ 100101
8 [ 100060
9 7 100110
10 ? F0OE100
i 7 0010111
12 B 16011111
13 8 10011011
e 8 10010011
15 g 16010001
16 8 00301107
17 9 100111101
18 9 100110101
19 b 100180100
20 9 100100100
21 9 100100060
2 9 001011001
13 9 001011000
24 10 1001111001
25 10 1001111000
26 10 1001001011
27 10 1001001010
28 1] 1001000011
29 10 1001060010
AMP-ESC & o100
EOB [3 100001
RL-PREFIX 2 01

Ordered Redundancy Variations

Additional variations are possible, for example, three
or more parts or their equivalent may be used in the
runlength teble. A typical example with three parts (R,
R’ and R"} is as follows. Runlengths of consecutive first
-valaes (V1=0) are runlength encoded with three differ-
ent paris {Ry, Ry, or R3} depending upon the value
following the runlength of 0’s. If the following vaiue is
a second value (such as Vz=1), then Ry is selected for
encoding the runlength of the first value (0%s in this
case). If the following value is a third value {(such as
V3==12), then Rz is selected for encoding the runlength
of the first value (0's in this case). If the following value
is another value (greater than 2suchas 3, 4, 5,...), then
R; is selected for encoding the runlength of the first
value (('s in this case). If R3 is selected, then Rs is fol-
lowed by an amplitude code 10 specify the exact value
(3,4, 5,...) following the runlength of first values (0's}.

The renlength table utilized with ordered redun-
dancy coding can be of two parts (R and R'), three parts
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(Ri, Rz, and R3), or more generally of “n” parts (R1, Ra,
- - -» Rp), where n is egoal o or greater than 2.

The TABLES 6 and 7 were formed based vpon the
assumption that a separate sign bit, $-or 5, not in the
tables is to be used to indicate the sign of each value
coded in the manner indicated in TABLE 5. Alterna-
tively, the sign information can be encoded into
TABLE 6 or TABLE 7. For example, a table ke
TABLE 6 can be used to represent runiengths of 0's
that are followed both by positive and by negative non-
zero numbers. Such a table would be greater in length
than TABLE 6 {expanded essentially to double the
length) to provide entries for realengths of s followed
by both negative and.positive non-zero numbers. Of
course, such a table would be ordered in accordance
with the statistical frequency of both positive and nega-
tive numbers.

The two tables, TABLES 6 and 7, were formed based
upon the assumption that the values to be coded were
categorized into three basic groups or values, namely a
first value, V|, a second value, V3, and all other values.
In the particular example of coding, the first value Vyis
0, the second value V; is 1, and the third value is one
within the set of all values greater than 1. It often occurs
that in a block of values to be coded, the value O {the
first value) occurs statistically most freguently, the
value | (the second value) occurs statistically second
most frequently, and the other values (the third values)
the least frequently.

With such 2 distribution having ordered redundancy,
the coding of the second value (I's in this case} is
avoided because the first value (s i this case) is run-
length coded in two parts, one part that implies that the
number following the runlength of 0%s is the second
value (1 in this case} and the other part that indicates
that the number following the runlength of 0s is within
the set of third values (values greater than 1 in this case).

Alternative formulations are possible. For example,

- tather than categorizing the values to be coded into
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three groups as done in connection with TABLE 6, four
or more groups are possible. For four groups, the first
value (for example Vi=0) is coded in three parts,
namely, a first part for implying a second value (for
example V2=1), a second part for implying a third
value (for example V3=2) and a third part for indicat-
ing a set of fourth values (values greater than 2).

In general, a multivalued digital nurnber, X(k), to be
coded with n-1 implied values has a first value, V), a
second value, V, . . ., a jvalue, V;, a (J+1)-value,
Vitls ..., 2 n-value, V, for j ranging from I to 1, and
has other values. The digital signals are coded with n-1
implied values to form statistically coded signals such
that the more frequently occurring values of the digital
signals are represented by shorter code lengths and the
less frequently occurring values of coded signals are
represented by longer code lengths. The coding in-
cludes, for each value, V}, for j from 1 to n, forming j
runlength code values representing the number of con-
secutive first values followed by the j+ 1 value, forming
additional runlength code values representing the num-
ber of consecutive first values followed by any of said
other values,

While the embodiments described have used one
code (such as R) based upon the existence of a runlength
of a first value to imply 2 second value, the implied code
is not limited to a single value but can be itself multival-
ued. For example, 2 runlength of 0's followed by two 1's
can be implied by a code R”.
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While the implied ending of the second value was
typically as a resuit of runlength coding the first value,
other types of coding of the first value are included
within the present invention.

As another alternative, the statistically most frequent
value is not necessarily the valuc that is runlength en-
coded. Where three groups of values are employed
{such as 0, 1’s and greater than 1’s), the second value
{I’s in this case} can be runlength encoded 10 imply the
first value (0 in this case) or to specify the third values
{numbers greater than 1 in this case).

In an example where the number of values Vj, are
limited, the need for amplitude coding can be elimi-
nated. For example, if only the values Vi=0and Vy=1
are present in the number X(k), then no amplitude cod-
ing is required since the V=0 values can be runlength
coded and the values of Vi=1 can be implied. Simi-
larly, for an example with only the values V=0,
Va=], and V3=2, the values of Vi=0can be runlength
coded while both V2=1, and V3=2, are impled using
a two-part runlength table as previously described.

In an example where all of the values have the same
sign, the sign codmg can be eliminated.

Coder Details—FIG. 3

in FIG. 3, further details of the coder 14 of FIG. 2 are
shown. In FIG. 3, each digital value, ¥V, of a digital
number, X(k), to be coded is input to the CO register 76.
Typically, the register 76 is a 16-bit repister for storing
16-bit values where the digital number, X(k), is formed
of K 16-bit values, each value clocked into register 76 in
sequence and one at a time. The comparator 77 com-
pares the absolate value of each value in register 76 to
determine if that absolute value is less than 1, equal to 1,
or greater than 1. Comparator 78 provides a less-than-1
output signal on line 78, an egual-to-1 signal on line 79,
and a greater-than-1 signal on line 86 as a function of the
value in register 76. The less-than-! signal on line 78
indicates an equal-to-0 condition. The control 81 re-
ceives the three control values on line 78, 79 and 88
from comparator 77 and controls, in a conventional
manner, the coder operations.

The “zero™ counter 82 counts the runlength of con-
secutive zeros detected by the comparator 77. Line 86
from control 81 causes counter 82 to be set to a counting
mode for counting consecutive 0 values in register 76.
Line 86 causes counter 82 to be reset after each run-
length of zeros is counted. After being reset and with
line 86 setting counter 82 to the counting mode, counter
82 will count zeros patil 2 non-zero value is detected in
register 76. If a non-zero value is detected, either a
equal-to-1 signal on Jine 79 or a greater-than-1 signal on
line 80 is enabled and detected by control 81. If an
equal-to-1 signal is detected, control 81 asserts the bne
87 to specify the R type of operation. The enable line 87
together with the runlength count from counter 82
addresses the runlength table 84. Runlength table 84 is
typically a random access memory ot a read only mem-
ory storing coded runlength values like those of
TABLE 6. The 0 runlength output on line 95 from
counter 82 together with the 1-bit on line 87 address the
table 84 to provide a runlength coded value ontput on
lines 93. The output from table 84 i3 under control of the
signal on line 89 from control 81 and loads the code
register 85 with the runlength coded value from the
CODE column of TABLE 6. The runlength coded
value implies that a runlength of zeros is followed by a
1 in the manaer previously described.
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After a coded value is loaded into register 85, the sign
bit from register 76 is enabled to be stored ia register BS
by the enable gate 91 under control of the signal 94 from
the control 81.

Thereafter, the next value, V;, of the number, X(k), is
loaded into register 76. Counter 82 is cleared and a new
runlength of zeros is counted untii comparator 77 de-
tects a non-zero value by asserting either an equal-to-1
signal on line 79 or a signal on line 80 signifying a great-
er-than-1 valoe in register 76. If the runlength of zeros
is followed by a value greater than 1, then line 80 is
asserted and control 81 causes Jine 87 to be not asserted,
thereby signifying an R’-type of operation. The nm-
length value from counter 82 on line 95 together with
the non-asserted signal on line 87 causes the runlength
table 84 to be addressed to obtain a R’ value from table
84. Line 89 causes the outpnt from table 84 to be gated
to the code register 85.

Because of a greater than 1 value in register 76, con-
trol 81 causes the line 88 o be next ensbied to provide
an output from the ampiitude table 83. The amplitude
table 83 is a random access memory or read only mem-
roy loaded with amplitude values like those of TABLE
7. The value in register 76 addresses the amplitude table
83 10 provide the appropriate amplitude value output on
line 93 for storage in the code register 85. Thereafter,
the control 81 causes line 94 to be enabled to cause the
sign value from register 76 to be stored in the code
register 85.

The FIG. 3 coder continues to process code values in
register 76 until an entire block of code values (al! val-
ues for a digital number, X(k)) bas been processed.
Control 81 includes counters and other appropriate
means for counting or otherwise determining all vaiues
comprising a digital number. When a full series of val-
ves for a digital number X(k) has been processed, con-
trol 81 enables the ontput line 93 to provide an end of
block, EOB, signal on line 93 for storage in the control
register 85. Control 81 provides the CLK, signal for
clocking each new value into register 76, provides the
CLK signal for incrementing the zero counter 83 and
CLKj signal for clocking values into register 44. In a
conventional manner, control 81 is controlied by a mas-
ter clock signal CLK, from the transmiiter of FIG. 2.

In FIG. 3, when the amplitude table 83 is addressed
and produces the ESC code, the ESC detector 126
senses that no amplitude value is available in the table
and signals control 81. The ESC value from table 83 is
gated into the code register 85. Thereafter, control 81
enables gate 127 via line 181 to gate the value from
register 76 inlo the code register 85. Alternatively, zn
additional table {(not shown} can be provided for storing
Huffman coded values of amplitudes not in the table 83,
Snch an additional Huffman table would provide com-
pression of additional amplitude values.

In FIG. 3, when the runlength table 84 provides the
R ESC or the R’ ESC code value, the ESC detector 126
senses the ESC value and signals the control 81 on fine
130. The ESC code value is clocked into register 85,
and on the next cycle, control 81 causes alternate pro-
cessing to occur. Ia the example described, gage 129 is
enabled to enter directly the value from counter 82 into
the code register 85 so that runlengths not in the run-
length table 84 are directly entered after the ESC code.
Alternatively, an additional runlength table with Huff-
man coded runlength values can be employed to pro-
vide additional compressed runlengths not in the table

-84,
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While FIG. 3 depicts one embodiment for implement-
ing the coder 14 of FIG. 2, many other software and
hardware implementations of the coder are, of course,
possible.

Decoder Detait—FIG. 4

In FIG. 4, further details of the decoder 54 of FI1G. 1
are shown. The serjal-by-bit data is input on lire 117 10
the code register 101. The input data, as it is clocked
into the register 161 by the CLK4signal, is continuously
detected by the detector 102. Detector 102 senses the
synchropization, header and other control information
and signals the control 17 when coded data is 1o fol-
low. The coded data is clocked into register 101 one bit
at a time. A code value clocked into register 101 is
presented in lefi-to-right order when viewing the
CODE column of TABLE 6. With each new code
value bit, the coded data from register 101 is input to the
inverse runlength table 103 and to the inverse amplitude
table 104. The runlength table 103 includes the data of
TABLE € organized in an inverse order. The inverse
order means that fable 103 of FIG. 4 is addressed by the
CODE column code values and provides as an output
the type (R or R’) from column T and the length from
column L. The type information appears on output line
113. Line 113 is one binary value (for example 1) wher
the addressed value is of type R and is another binary
value (for example 0) when the type is R".

The R/R’ information on line 113 is connected to the
control 107. The L information from table 103 is input
on line 119 to the runlength counter 105. Typically, the
L information is a binary count and runlength counier
105 is parallel loaded with the binary count under con-
trol of line 1314 from control 107.

I an R ESC or an R’ ESC value is detected by detec-
tor 102, control 107 is signaled that no valid runlength
will be derived from table 103. When control 107 senses
that the ESC code has appeared in register 101, control
107 causes the content of the register 101 through gate
125 to be gated into the runlength counter 105, Thereaf-
ter, runlength counter 105 is decremented in the manner
previously described. _

Line 136 output from the table 103 is a validity bit
indicating that a valid entry has been found in table 103.
As each rew code value bit is clocked into register 181,
table 103 is addressed to determine if a valid entry is
found. Not all input codes from register 101 will find a
valid entry in table 103. All valid entries in table 103
provide a validity bit output on line 115 for signalling
the control 107. When control 107 receives a valid bit
from ke 118, the length value for the addressed entry
is stored into the runlength counter 105. Thereafter, the
runlength counter 105 is decremented by the CLEKs
signal thereby counting ouwt the runlength of zeros.
Control line 118 inhibits any output from the amplitude
table 104 whenever counter 105 is being decremented
thereby loading zeros into the CO register 109. When
the connter 105 has been counted down and the entire
runlength of zeros has been loaded into register 109,
control 107 has sensed the R or R’ signal from line 113
and thereafter provides the following sequencing.

If ling 113 indicated an R-type operation, then line
121 loads a 1 into the register 109 since R-type opera-
tions imply a ! after a runlength of zeros. When line 121
writes a 1 into register 109, gate 108 is enablext by Jine
119 to load the sign bit, which will be the next bit in
order clocked into register 101 into the register 109,
Thereafter regiser 101 will be cleared and clocked o
recejve the next code bits.
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If line 113 indicates an R’-type operation, then line
121 is not erabled and line 138 is enabled to read out an
amplitude from amplitude table 164. Amplitude table
104 contains the information of TABLE 7 in inverse
order. The inverse order indicates that table 104 is ad-
dressed by the information in the CODE column and
provides an output on line 120 from the A column.
Typically, the output value from the A columm is a
binary number representing the amplitude.

If an ESC value is called for, detector 102 signals
control 107 to indicate that no valid amplitude will be
obtained from table 104. When the A ESC code appears
in the code register 101, the contro} 107 causes the next
amplitude value in code register 101 to be gated directly
via gate 108 to the CO register 109.

After an amplitude value is loaded into register 109
from table 104 or register 101, control 107 then signals
via line 11% the loading of the sign bit from register 101
into register 109, Register 101 js then cleared to receive
the next code value on line 117 from the buffer 53 of
FIG. L

While FIG. 4 depicts one embodiment of a decoder in
accordance with the present invention, many other
software and hardware embodiments of the FIG. §
decoder are possible.

Rate Buffer -

The rate buffer 15 in FIG. 2 performs channel rate
equalization. The buffer has a vaniable rate data input on
lines 44 and a constant rate data output on lines 4. The
differentials are monitored from frame to frame, and the
status is converted into a scaling factor that is fed to the
normalizer on lines 25. The buffer always forces the
coder to adjust to the local coding variations, while
ensuring global performance at a desired level.

Let B(n) represent the number of bits into the rate
buffer for the nth frame and let ${n) represent the buffer
status (difference between the read and write pointers of
the FIFO} at the end of the nth frame. Then, B(n) and
S(n) can be writien as follows:

By =K+ N+ 124 + Eq. (1)

INy + E 3 HH ) 4
ieN3
N 5 2 3 HIel) +

N5 + I I HR Al
fefVs

Stny=S8(n—- D+ [B{n)— N2R] Eq. (13}
where
Ni==number of blocks in replenishment mode
Nz=number of blocks in motion compensated re-
plenishment mode
Ni==number of blocks in DPCM mode
Ny=number of blocks in motion compensated
DPCM mode
Ns=number of blocks in intraframe mode
[I(n,v)l;=normalized and quantized coefficient dif-
ferences in ith block
H()}="0ne’s Redundancy” coding function R—av-
erage coding rate
N =transform block size
K =sync, header, and NF
1eN3==i belongs to N3 DPCM block
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icN4=i belongs to Ny DPCM block

ieNs=i belongs to N; DPCM block

The buffer status S¢n) is used to select an instanta-
neous scaling factor D* {n) according to an empirically
determined “scaling factor versus status™ curve. This
relationship is described by

DYmy=o{Sim} Eq. (14)

In order to smooth out this instantaneous scaling
factor such that the desired scaling factor does not fluc-
tuate too much, a recursive filiering process is applied
as follows:

D=t =c)D¥n— 1) +cD¥n) Eq. (%)
where ¢ is a constant with value less than unity. The
rate buffer can be guaranteed not to overflow by intro-
ducing a frame repetition mechanism. It can also be
prevented from underflow by introducing fill bits.

Frame Repetition ’

The requirement of a frame repetition in the Motion
Compensated Combined Interframe and Intraframe
Coding System of FIG. 2 is well justified. Due to the
nsage of only one normalization factor per frame, an
excessive amount of data can flow into the buffer during
a scene cui or fast zooming operations. Only instanta-
neous shutting off of the input data like the frame repeti-
tion will prevent the rate buffer fiom overflowing.

Also, in order to prevent the scaling factor from getting

too large to introduce blocking artifacts, a frame repeti-
tion is desired.

To establish frame repetition in the rate buffer, a
threshold in the rate buffer is first established. During
the ercoding process, if the data within the buffer ex-
ceeds this threshold at the end of the frame, frame repe-
tition is initiated to stop the input data. The repetition
process is stopped when the data within the buffer is
reduced to a level lower than the threshold.

While the invention has been particularly shown and
described with, reference to preferred embodiments
thereof, it will be understood by those skilled in the art
that the foregoing and other changes in form and details
may be made therein without departing from the spirit
and scope of the invention.

What is claimed is:

1. A method for processing digital sigoals, where the
digital signals have first values, second values and other
values, to reduce the amount of data utilized to repre-
sent the digital signals and to form statistically coded
signals such that the more frequently occurring values
of digital signals are represented by shorter code
lengths and the less frequently occurring values of digi-
tal signals are represented by longer code lengths, com-
prising,

forming first runlength code values representing the

number of consecutive first valies of said digital
signals followed by said second value,

forming second runlength code values representing

the number of consecutive first values of said digi-
tal signals followed by one of said other values.

2. The method of claim 1 further including the step of
amplitnde encoding said other values.

3. The method of claim 1 further including the step of
encoding said first and second runlength code valucs
with a sign valuee.

4. The method of claim 1 wherein said first values
have amplitnde zero, said second valpes have absolute
amplitude one, and said other values have absolute
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amplitudes greater than one whereby said first and sec-
ond runlength codes values are formed representing the
number of consecutive zeros.

5. The method of claim 1 wherein said first values
have the highest frequency of occurrence in said digital
signals, wherein said second values have the next high-
est frequency of cccurrence in said digital signals, and
wherein said other values have the lowest frequency of
occurrence in said digital signals.

6. A method for processing input signals to reduce
the amount of data utilized to represent the input sig-
nals, the steps comprising,

processing the inpnt signals to form processed signals

where the processed signals are digital numbers
baving first values, second values, and other val-
ues,

coding each digital number to form statistically

coded signals such that the more frequently occur-
ring vahues in the digital numbers are represented
by shorter code lengths and the less frequently
occurring values of coded signals are represented
by longer code lengths, said coding including,
forming first runlength code values representing
the number of consecutive first values followed
by said second value in a digital number,
forming second runlength code values representing
the number of consecutive first values foliowed
by one of said other values in the digital number.

7. The method of claim & wherein said coding step
ineludes the step of amplitude encoding said other val-
ues.

8. The method of claim 6 wherein said coding step
includes the step of encoding said first and second run-
length code values with a sign value,

9. The meibod of claim 6 wherein said processing
step forms said first values with amplitude zero, forms
said second values with absolute amplitude one, and
forms said other wvalues with absolute amplitudes
greater than one.

10. The method of claim 6 wherein a table is provided
storing a plurality of runlength code values representing
a plurality of different numbers of consecutive first
values followed by said second value, and storing a
plurality of second runlength code values representing a
plurality of different numbers of consecutive first values
followed by one of said other values, said first runlergth
code values and said second runlength code values
statistically organized in said table such that the statisti-
cally more frequently occerring runlength code valies
are represented by shorter code lengths and the less
frequently occurring values are represented by longer
code lengths, and wherein

said step of forming first runlength code valnes is

performed by iable lookup from said table,

said step of forming second runlength code values is

performed by table lockup from said table.

11. The method of claim 6 wherein said coding step
further includes the step of providing an end code to
designate the end of a digital number.

12. A method for processing digital signals, where the
digital signals have first values, second values and other
values, where the processing reduces the amount of
data utitized to represent the digital signals and where
the processing forms statistically coded signals such
that the more frequently occurring values of digital
signals are represented by sherter code lengths and the
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less frequently occurring valves of digital signals are
represented by longer code lengths, comprising,
forming a first code value representing a set of said
first vatues followed by said second value,
forming a second code value representing a set of said
first values followed by one or more of said other
valies.

13..A method for processing digital signals to reduce
the amount of data utilized to represent the digital sig-
nals, the steps comprising,

processing the digital signals to form processed sig-

nals where the processed signals are multivalued
digital mumbers and have first values, second val-
ues, .. ., j-values, (j+ 1)-valuves, . . ., n-vatues for j
ranging from 1 to n, and have other values,
coding said processed signals to form statistically
coded signals such that the more frequently occus-
ring values of the processed signals are represented
by shorter code lengths and the less frequently
occurring values of coded signals are represented
by longer code lengths, said coding including,
forming j* runlength code values representing the
number of consecutive processed signals of said
first vaiue followed by said j+ 1 value, for each
value of j from 1 to n,
forming additional runlength code values repre-
senting the number of consecutive processed
signals of said first value followed by any of said
other values.

14. The method of claim 13 wherein said coding step
includes the step of amplitude cacoding said other val-
ues.

15. The method of claim 13 wherein said coding step
includes the step of encoding said j runlength code
vahies with a sign value. :

16. The method of claim 13 wherein said processing
step with n=2 forms said first values with j=1 equal to
amplitude zero, forms said second values with j=2
equal to absolute amplitude one, and forms szid other
values with absohste amplitudes greater than one.

17. The method of claim 13 wherein said processing
step forms said first values with j== 1 equal to amplitude
zero, forms said second values with J=2 equal to abso-
Iute amplitude one, and forms third values with j=3
equal to absolute amplitude two, and forms other values
for n=3 with absolute amplitude greater than 2.

18. The method of claim 6 whercin said processing
step includes multiple modes of processing said digital
signals to form said processed signals, and includes the
step of selecting one of said modes based upon differ-
ences in said input signals.

19. The method of claim 6 wherein said input signals
represent images and are presented in sequential frames,
said processing step including multiple processing
modes for processing said input signals to form said
processed signals, and including the step of forming the
mean-square difference, dg, between input signals from
the current frame and representations of input signals
from the previous frame and includes the step of form-
ing the mean-square error, dj, between input signals
from the present frame and the best matched representa-
tion of input signals from the previous frame, said pro-
cessing step including the step of comparing the differ-
ence, do-ds, with a motion threshold Tas, and selecting

- one of said modes based on said comparison.

26. The method of claim 19 including the step of
determining when do~dp is less than Tas and further
mcluding the step of selecting a non-metion-compen-
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sated replenishment mode when dgis less than a prede-
termined threshold Tg and do-d; is less than Tas.
21. The method of claim 19 inchiding the step of
determining when da-dp is Jess than T and further
including the step of selecting a non-motion-compen-
sated DPCM mode when dpis less than a predetermined
threshold Tpyrand dp-dp is less than Tay
22. The method of claim 19 including the step of
selecting an intraframe mode when dois greater than 2
predetermined threshold Tp,;.
23. The method of claim 19 including the step of
determining when do-ds is greater than Tyrand further
including the step of selecting 2 motion compensated
replenishment mode when dp is less than predetermined
threshold Tpsg and dp-dp is greater than Tay.
24. The method of claim 19 including the step of
determining when do-dp is greater than Tasand forther
including the step of sclecting a motion compensated
DPCM mode whenever dy is greater than a predeter-
mined threshold Tp,r and dg-dp is greater than Tay.
25, An apparatus for processing digital signals, where
the digital signals have first values, second values and
other values, to reduce the amount of data utilized to
represent the digital signals and to form statistically
coded signals such that the more frequently occurring
vatues of digital signals are represented by shorter code
lengths and the less frequently occurring values of digi-
tal signals are represented by longer code lengths, com-
prising,
means for forming first runlength code values repre-
senting the number of consecutive first values of
said digital signals followed by said second value,

means for forming second runlength code values
representing the number of consecutive first values
of said digital signals followed by one of said other
values,

26. The apparatus of claim 25 further including means
for amplitude encoding said other values,

27. The apparatus of claim 28 further including mezns
for encoding said first and second runlength code values
with a sign value.

28. The apparatus of claim 25 wherein said first val-
ues have amplitude zero, said second values have abso-
Iute amplitude one, and said other values have absolute
amplitudes greater than one whereby said first and sec-
ond runlength codes values are formed representing the
nember of consecutive zeros.

29. The apparatus of claim 25 wherein said first val-
ues have the highest frequency of occurrence in said
digital signals, wherein said second valnes have the next
highest frequency of oceurrence in said digital signals,
and wherein said other values have the lowest fre.
quency of occurrence in said digital signals.

30. An apparatus far processing input signals to re-
duce the amount of data utilized to represent the input
signals, the apparatus comprising,

means for processing the input signals to form pro-

cessed signals where the processed signals are digi-
tal numbers having first values, second values, and
other values,

means for coding each digital number to form statisti-

cally coded signals such that the more frequently
oceurring values in the digital numbers are repre-
sented by shorter code lengths and the less fre-
quentty occurring values in the digital numbers are
represented by longer code lengths, said means for
coding including,
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means for forming first runlength code values rep-
resenling the number of consecutive first values
followed by said second value in a digital num-
ber,

means for forming second runlength code values
representing the number of comsecutive first
values followed by one of said other values in the
digital number.

31. The apparatus of claim 30 wherein said means for
coding includes means for amplitnde encoding said
other values. '

32. The apparatus of claim 30 wherein said means for
cading includes means for encoding said first and sec-
ond runlenpth code values with a sign value.

33. The apparatus of claim 30 wherein said means for
processing forms said first values with amplitude zero,
forms said second values with absolute amplitude one,
and forms said other values with absolute amplitudes
greater than one.

34. The apparatus of claim 30 including an address-
able table storing runlength code values representing
different numbers of consecutive first values followed
by said second value, and storing a plurality of second
runlength code values representing different numbers of
said first values followed by one of said other values,
said first runlengih code valnes and said second run-
length code values organized in said 1able such that the
statistically more frequently occurring runfength code
values in digital numbers are represented by shorter
code lengths and the less frequently occurring vaiues in
digital numbers are represented by Ionger code lengths,
and wherein

said means for forming first runlength code values

includes means for addressing said addressable
table with 2 runlength number representing the
runlength of said first value followed by said sec-
ond value in order to obtain said first runlength
code value from said table, and

said means for forming second runlength code values

includes means for addressing said addressable
table with a runlength number representing the
runlength of said first value followed by one of said
other values in order to obtain said second run-
length code value.

35. The apparatus of claim 30 wherein said means for
coding further includes means for providing an end
cede to designate an end of a digital number.

36. An apparatus for processing digital signels to
reduce the amount of data atilized to represent the
digital signals, comprising,

means for processing the digital signals to form pro-

cessed signals where the processed signals are mul-
tivalned digital numbers and have first values, sec-
ond values, . . ., j-values, (j+ 1)-values, . .., n-val-
ues for j ranging from 1 to 1, and have other values,
means for coding said processed signals to form statis-
tically coded signals such that the more frequemly
occurring values in the digital numbers are repre-
sented by shorter code lengths and the less fre-
guently occurring values in the digital numbers are
represented by longer code lengths, said means for
coding including,
means for forming j** runlength code values repre-
senting the number of consecutive processed
stgnals of said first value followed by said j+1
value, for each value of j from 1 to n,
means for forming additional runlength code val-
ues representing the number of consecutive pro-
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cessed signals of said first value followed by any
of said other values.
37. The apparatus of claim 36 wherein said digital
signals represent pixels forming images in sequential
frames, said means for processing includes multiple
mode processing means for processing said digital sig-
nals 1o form said processed signals, and includes means
for forming the mean-square difference, dp, between
digital signals representing pixels of the current frame
and digital signals representing pixels of the previous
frame and includes means for forming the mean-square
error, dp, between the digital sigrals representing pixels
in the present frame and digital signals representing the
best matched pixels of the previous frame, said means
for processing further including means for comparing
the difference, dg—dg, with a motion threshold Ty, and
means for selecting one of said modes based or said
comparison.
38. A methed for processing digital signals, where the
digital signals have first values, second values and other
values, where the processing reduces the amount of
data utilized to represent the digital signals and where
the processing forms statistically coded signals such
that the more frequently occurring values of digital
signals are represented by shorter code lengths and the
less frequently cccurring valuves of digital signals are
represented by longer code lengths, where
a first code value is formed representing a set of said
first values followed by said second value,
2 second code value is formed representing a set of
said first values followed by one or more of said
other values
comprising,
decoding said first code value to form a set of said
first values folowed by said second value,
decoding said second code value to form a set of said
first values followed by one or more of said other
values.
39. A method for processing digital signals to reduce
the amount of data utilized to represent the digital sig-
nals, the steps comprising,
processing the digital signals to form processed sig-
nals where the processed signals are mulivalued
digital numbers and have first values, second val-
ues, .. ., j-values, (j+1)-values, . . ., n-values for j
ranging from 1 to n, and have other values,
coding said processed signals to form statistically
coded signals such that the more frequently cccur-
ring values of the processed signals are represented
by shorter code lengths snd the less frequently
occuiring values of coded signals are represented
by longer code lengths, said coding including,
forming j* runlength code values representing the
number of consecutive processed signals of said
first value followed by said j+1 value, for each
value of } from 1 to n,

forming additional runlength code values repre-
senting the number of consecotive processed
signals of said first value followed by any of said
other values

transmitting said j% runlength code values and said
additional runlength code values to a receiver to
form received signal including received i run-
length cede values and received additional run-
length code values,

decoding said received signals to form decoded sig-
nals, said decoding including,
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decoding said received j* runlength code values to
form a number of consecutive decoded signals of
said first value followed by said j+1 value, for
each value of j from 1 to n,

decoding said received additional runlength code
values to form a number of consecutive decoded
signals of said first value followed by any of said
other values.

40. The method of claim 39 wherein said coding step
includes the step of amplitude encoding said other val-
ues.

41. The method of claim 3% wherein said coding step
includes the step of encoding said j runiength code
values with a sign value.

42. An apparatus for processing input signals to re-
duce the amount of data utilized to represent the input
signals, the apparatus comprising,

means for processing the input signals to form pro-

cessed signals where the processed signals are digi-
tal numbers having first values, second values, and
other values,

means for coding each digital number to form statisti-

cally coded signals such that the more frequently
occurring values in the digital numbers are repre-
sented by shorter code lengths and the less fre-
quently occurring values in the digital numbers are
represented by longer code lengths, said means for
coding including,
means for forming first runlength code values rep-
resenting the number of consecutive first values
followed by said second value in a digital num-
ber, '
means for forming second runlength code values
representing the number of consecutive first
values followed by one of said other values in the
digital number,

means for transmitting said j* runlength code valoes

and said additional runlength code values to a re-
cefver to form received signal including received
& runlength code values and received additional
runlength code values,

means for decoding said received signals to form

decoded signals, said means for decoding includ-
ing,
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means for decoding said received j¥ runlength
code values to form a number of consecutive
decoded signais of said first value followed by
said j+1 value, for each value of j from 1 to n,

means for decoding said received additional ran-
length code values to form a number of consecy-
tive decoded signals of said first value followed
by any of said other values,

43. The apparatus of claim 42 wherein said means for
coding inciedes means for amplitude encoding said
other values,

44. The apparatus of claim 42 wherein said means for
coding includes means for encoding said first and sec-
ond runlength code values with a sign value.

45. The apparatus of clajn 42 wherein said means for
processing forms said first values with amplitude zero,
forms said second values with absolute amplitude one,
and forms said other values with absolute amplitudes
greater than one.

46. The apparatus of claim 42 inchuding an address-
able table storing runlength code values representing
different numbers of consecutive first values followed
by said second value, and storing a plurality of second
runlength code values representing different numbers of
said first values followed by one of said other values,
said first runlength code values and said second run-
length code values organized in said table such that the
statistically more frequently occurring runlength code
values in digital numbers are represented by shorter
code lengths and the less frequently occurring values in
digital numbers are represented by longer code lengths,
and wherein

said means for forming first runlength code vatues

includes means for addressing said addressable
table with a ronlength number representing the
runlength of said first value followed by said sec-
ond value in order to obtain said first runlength
code value from said table, and

said means for forming second runiength code values

includes means for addressing said addressable
table with a runfength number representing the
runiength of said first value followed by one of said
other values in order to obtain said second run-

length code value.
* * * * *



